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D. 1. CARBON ADSORPTION MONJTQ___ JG LUb I'"UI"\ Urm ... t ~n- -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

---../ 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of lnspr,ction: 

I I /II""' 
I Time: {( 

0 

Shift: {First or ~) 

Monitor 10: 
:1660 

h! ¥\ \ fZO\.{_ 

Instrument Calibration Gases: l 
/0 {1 GIn · J_ S 0 /:h., -f l/ '( ;/\ {J 

Background Instrument Reading: 

. 6~0 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

-~ 

YIN Date Time 

Vapor Recovery System: ~ 
Down 

r{L~ 
- It tJ ----

CARBON OR LAR~ ~ 

- -
SDS Shredder~ ~ 

Down J!/ ll rJ ; 
- ---

ATDU/OWS ~ 
Down 

~ 0 ~ -~- ~ ~ /J - -
J~ 

-

Area 8-- Tanks 52,53,54 -~ 
Down 

I 7 fl w 
I p 

-
(Tanks 02 through 04) 

- -

Distillation Unit v Down ?Jus/ Rf A N 
!43 

- - -
-

Tank 51 ~ 
Down l f) A qJ -

;)_~ 
- - ' 

Tank 55 e;; Down A rJ --- I 
7 fll 

--
"" ' 
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\~ 
D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

- - COilOJtJonD:r:ro~carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 
PCJ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

Monitor ID: 

Background Instrument Reji!diog: 
li I I', 
l/ .~ \_/ 

Location of Carbon 
Control Device 

ATDU/OWS 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~~ G-v~~)D 
Date of Inspection) ) j Time: 

\ z.. \0 5A-JV\ 

Shift: (First or &;:c.mtd) 
~c0Nd -~ 

Monitor 10: N\. ~ tJ,~ ~g ZOOb 
Instrument Calibration Gases: \10 &rrfunJ G to~~~N\ 

Background Instrument Reading: O. O I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Rujg Down ~ t1 
CARBON OR F#E* 

SDS Shredder ..... Run,yng Down 
j~ » A. -~ 

ATDU/OWS Runyng Down q4 It 0 A N I 

Area 8-- Tanks 52,53,54 Run;g Down 
~1J >0 }6 ~ N 

(Tanks 02 through 041 --~~-~-

Distillation Unit RuJg Down 
%~43 ~z f6 {A N -

--

Tank 51 RunJg Down 
31-Lo )6 J5 A N 

Tank 55 RunJg Down 

f-------- N ll6D )2f l~ A 
.. 

- -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Aclsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Location of Carbon 

Control Device 

ATDU/OWS 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONI"Y:~--- )NG LOG FOR DAILY AND QUARTERLY 

Condition D.1. 10 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

; 
"~ 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: s.~~zJi 
Date of Inspection: ·

1 
\ J Time: 

\ ?, 1'\> '6AM 

Shift: (First or ~) '"SEZ-ONd 

Monitor 10: \'J\ o <:> ~ 
\WI 2.~eG 

Instrument Calibration Gases:\ 
-'S~\lN U:::;Nb' \ G't> ~b,· V\ 

Background Instrument Reading: ' 
D-b 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
( 

C~ OR FLARE* 
/ 

SO"S Shredder Running 
D7 J6 ;6 ~ N 

ATDU/OWS Run,yng Down 
13 st ¢ A N 

I Area 8 ~-Tanks 52,53,54 Ru/g Down l1o8 95 )25 A N 
! (Tanks 02 through 04} 

Distillation Unit Running D7 l2DOJ JZ5 0 1\ N i 

Tank 51 Run/g Down 0, '3Ll Jb f!5 A N 
I 

I 

Tank 55 Ru7g Down 
i-4\o )2) p A ~ - I 
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D. 1. CARBON ADSORPTION MONIT~---,\NG LOG FOR DAILY AND QUARTERLY 
'-./ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
:=;. ~ c:1 z:J )6' 

Date of Inspection: ·
1 

\ I Time: 
\ "3. I~ c;f;AM 

Shift: (First or~) ""S£Z..D~J 

Monitor 10: ~ o ~:. ~ 
\~I 2.~eld 

Instrument Calibration Gases:\ 
~~\[\'1 LA::;NG' \ CJD)::,'l' fJ\ 

Background Instrument Reading: ' 
D-0 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down A 
( 

C~ OR FLARE* / . 

strs Shredder Running 
D7 J6 ;6 f\ N 

ATDU/OWS Runyng Down 
13 S6 )25 A N 

1 Area 8 --Tanks 52,53,54 Ru7g Down l1o3 J25 9) A N 
(Tanks 02 through 04) 

' Distillation Unit Running D7 12DOJ JZ5 0 {-\ N 
! 

Tank 51 Run/g Down 
Oj '6li J25 

·-· 

J25 A N 
Tank 55 Ru::;ng Down 

1-L{lo y5 ·JJ A ~ -
-------· -----~---- -~---------

----- ----------
l__ _______ ---- -- ------- L ______ . __ ------ ------~---

-- -- --"- --- --- -- ----------- --------------l___~ -·- -------------
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D. 1. CARBON ADSORPTION MONITG. __ ,~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

_ __/ 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector:__ ) (' 1::~-j f' (jvV\ I Ci t/1 

pate of lnspe//ion: / I Time: /70 (-) 
/)~) 'II 

Shift: (~tor Second) 

~sf· 

Monitor JD: (( 

rv1\ J'\ 1 ""e/ )oo ('; 

Instrument Calibration Gaseh, :.+~ / 
I~ r, ''"'- -~; ~- lij f!_ !OOf~CF) 

Background Instrument Reading: 
1 6 f () 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Pla_ced in 

Control Device 

Insp.- Replacement Roll Off Box No. for 

Offsite Combustion 

--~~ 

YIN D_ate Time 

~~~,Recovery 
System: ~ 

Down 
,~-

- /f rrt 
~ARBO) OR FLARE* 

- ------
/r=~ 

r--

SBS""Shredder l~g 
Down 

0 0 ;+ rJ -- <: 

ATDU/ OWS ~ 
Down 

lo If J - -

: Area 8-- Tanks 52,53,54 ~unninv 
Down ts'q· u ff rJ 

I 

0 

• I 

{Tanks 02 through 04) 

- - I 

//~-"' 

Distillation Unit v Down ll o; <7 0 4 rV - -

Tank 51 ~~in~ 
Down 6~0 f! rJ - --

~ 

Tank 55 Run~~~ 
Down 

~ 7/l (j 0 4 rJ -

Revised 2/lD/09 



( 

D. 1. CARBON ADSORPTION MONITb-.~NG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: q(,dz f~f1.0 

Datj /4"lJJ..ction: · / Time: 5 ·. OO Ar'--

Shift: (First or Second) 

Secan~ 
Monitor 10: M ' n 

1 r1 t Kqe 2Doo 

Instrument Calibration Gases: 
ISoBvTYGE~ fe5Dffl1 

Background Instrument Reading:~ u.o 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in' 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
I\ 

CARBON OR FLARE* ._/ -
- /~ N - -

I SDS Shredder Runn_ytg Down l1 
A 1.. \ 

I 

J }7-! 0 f'-J - -

; ATDU 1 OWS Runni~ Down 01 
A ,._ \ 

' ._./ 321 ( 0- 2,3 f'-J - -

Area 8 ·-Tanks 52,53,54 Runnin!;J- Down '?O Q.. 
/h ~ 

_ 

_(Tanks 02 through 04) ...._/ / f 1 O 0 L./ ( \ N -

Distillation Unit Runnin~ Down 7 l A ~ Vu I S! c;o I J; <I 

..__/ 5 .2. lf. lo5' 0 .J 1/lJlt- Art-r 1 -rbL 

Tank 51 R~ Down I AI? 3 ~ j y I ~ ' --'-'-·:c:.....l.-...j--'•:Y_J__,~ JIL..f':l-------1 

2.5 52. VL, 3, 8' I s '!J if 1 41'1 1 ""fft::)L. 

Tank 55 R~ Down - /.:L .. , V 'U~'-', /.2:...+--1-'---tl-· _...__ _____ --! 

31 '11 H l/. b 0 / ' .r I ,,111 I 
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D. 1. CARBON ADSORPTION MONITORt~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -~'"' 

Location of Carbon 

Control Device 

ATDU/OWS 

Tank 51 

Tank 55 

Revised 2110/09 

Unit Status Inlet 

Down 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITOf ·~ LOG FOR DAILY AND QUARTI::RL 1 -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: q(· )( fA~ .~ ~ 
IG '-- lOrvt U 

Dat~/E.f lfspection: 

f S H 
I Time: 6"';, 00 AM 

Shift: (Fir~t or Sdcond) 

Secon · 

Monitor ID: M ._ 
1 n 1 .f:}?e 20C() 

Instrument Calibration Gases:! 
so gur~_ !___E fVE- 1 ooff t1 

Background Instrument Reading: O~ C) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

·~ 
A f\j ~ -

CARBON OR FLARE* 

SDS Shredder R/ 
Down ( 3 /~ 0 A 

... 

N - -

ATDU/OWS R~ 
Down 

l17q 2 Q A f\J 22) 
- -

Area 8-- Tanks 52,53,54 Ru~ 
Down Q) 0 A 

{Tanks 02 through 04} 
1'1' I ) 

N - -

Distillation Unit R:7g Down ,/-\: 
3322 0 L/ r !::::> N ~ -

-

Tank 51 RJg Down 
2735 2,~ 0 A N -· - ' 

--

R~g 
} 

I 

Tank 55 
Down .£ 0 A N I 

yz.__qg 
- - -
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D. 1. CARBON ADSORPTION MONITORTNG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

CPCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift· r Second) 

Monitor 10: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

ATDU/OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/I 0109 

Unit Status 

Down 

Inlet Exhaust 

--- - ~- --- ----
---~

-~-,
--

Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-~-
-



,, 

D. 1. CARBON ADSORPTION IVIUI\111 VIi 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or Second) 

COt\<t 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading:~ Lh 
) 

Location of Carbon 

Control Device 

Unit Status 

Vapor Recovery System: 

CARBON OR FLARE* 

Running I Down 

~ 

SDS Shredder RJ 
ATDU I OWS I Running 

~ 

Area 8 • - Tanks 52,53,54 I Runnin§l 

Tanks 02 throuah 04) / 

Distillation Unit I Ru~ 

Tank 51 

Tank 55 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

··-



D. 1. CARBON ADSORP IIU1'J •v•~v ..... _. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

: Condition 0 .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: /!, [/',; !l-t 

Date of lnspe1~ion: 
/ ~ ·~ /: 

JTime: 
/)c ( 

Shift: (First or Second) /, > 

Monitor ID: /1t~ i ~e~.t 2t:Ct. 

Instrument Calibration Gases: 
Is~,,;,,/)11 /If-~ /te..',r;'/1._, 

Background Instrument Reading: 

/ 

t, I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR (L;~ 

/t .~.L· 

SDS Shredder 
Running Down 

v . ·. -'. I 
A LV -

ATDU/OWS 
Running Down 

},_1.3 / ... > (' 0 ~ 
/,_.,-

Area 8 -- Tanks 52,53,54 Ru~ 
Down 

(Tanks 02 through 04) 
l:,.i? .I .• / 

c.(': 
11·· ,-v 

Distillation Unit 
Running Down 

J~!(i. ~< :;, I C I 6 /-

Tank 51 
Running Down 

;;_ ,· \.{ I /. i) 
c i) A 

-· 

Tank 55 
Runnin.» Down 

T 
v I ' 
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D. 1. CARBON AU:::>Urtt" II VI'<! ............. -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

• • 1 Inspector: 

Instrument Calibration Gases: 

Background Instrument Reading: 
0 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery §ystem: 
,~-~' 

CARBON OR~ 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running , I Down 

~ 

R~ 

R~g 

R~ 

Ru7 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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'-- 0.1. CARBON ADSORPTION MONITORrNG LOG FOR DAILY AND QUARTERLY 

Condition D. '1 .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: J! l~ .;~ lf,£ ~ 

Date of Inspection: !Time: 
/7 (;i c 

l }-II 

Shift: (First or Second) 
f~ ,,;_t" 

Monitor 10: 
/J1,./b 1 /~;t 2t,;(j 

Instrument Calibration Gases: 
J_·5~c_ f,_ t fx ld _, 1. / c ,, """ a.,"&, 

Background Instrument Reading: 
. / 

L:l. / 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR~~~ 
~~ 

%~ ~ 

SDS Shredder- Running Down 

.{"j] (') (I A [/'J c-

ATDU/OWS 
Running Down 

v '17 ·:;-··7 l.J? D. (} I} A../ - -

Area 8 --Tanks 52,53,54 Running Down 

, {Tanks 02 through 04) 
v/ ,/::_ ;: ;-j I 3 5 /') 0 ,£} 

,..._,. -· 1- ! 

· Distillation Unit RunnirJg Down 

' 

//'/' .'Sf t·; 5 7, z. ~~) . I 4 ~ ---
l 

' 

·Tank 51 
Running Down 

v ,2. .. S:s:.s: . .? {. t' c It .. ~ 

Tank 55 
Runni9{1 Down J4 

L// :;·g / c / (: J C· ~ c..~ 
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• D. 1. CARBON ADSORPTION MONITO~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Aclsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c} 

• 
PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~-~=-1~ 
Date of Inspection: / ) I Time: 

l <j3 \ I ':5 2-fY\ 

Shift: (First or ~) · -$_ t::L-DtJ d 
Monitor 10: M o • ~ 

INI Zooa 
Instrument Calibration Gasesi 

. -:;~-nr\..,~f: l~6 t>PM 
Background Instrument Reading: 

I J 

o.o 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

' Y/N Date Time 

Vapor Recovery System: Running Down 

~ 
CARBON OR FL~E* J A 
SDS Shredder RurJing Down 

I 'IS }1; A ,-J 
ATDU I OWS Ru7g Down 

~~~ j6 f2) A ~ 
Area 8-- Tanks 52,53,54 Rur,ng Down 

r--------

N 13 DCj L ~ A 
(Tanks 02 through 04) 
Distillation Unit Runyng Down 

4zS<o J6 ~ A r-1 
Tank 51 Ru'7g Down 

~S'03 ;6 JZ) A -N 
Tank 55 Ruryrng Down 

3~1-D }6 \ ;6 A t-1 
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• • D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY • 
Cond~'J. Carbon Adso~ber/Cani.ster Monitoring 
Co[ld<;•on 0.1.'17 Record Keepmg Requirements (c) 
PCI shalL document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
1 Inspector: /! {Jc.;, !fe 

Date of Inspection: I Time: 
1-~- II /?(, ( 

Shift: (First or Second) 
f, ~~ > !'-' 

Monitor 10: 
/}1\A. 1 i!.tc.ri .? ',,:· (/ 

Instrument Calibration Gases: 
:T.J.c,f,,, t!v /~;;0dct /(/ c:· A /' ._, 

Background Instrument Reading: 
77 

I)' {) 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR~) 4 /L/ 
-

SDS Shredder Running Down I) .v ;2/ t) c .. /V'/ 

ATDU/OWS Running Down 
1,,.// '717 c c. c. c" 4 /i-/ 

Area 8 --Tanks 52,53,54 Running Down 

(Tanks 02 through 04) v I.;;' J i l~. s ,6 (i A ,;(/ -· 
' 

Distillation Unit Running Down 

v }'<}7 17 '-(,() (/ j A- ~· 

Tank 51 Running Down 

~ 23:;5 (..) c 0 c: A-· A..,. 

Tank 55 Running Down 

"// s· :' .() 3 .) & , I A~ /!-
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• D. 1. CARBON ADSORPTION MONITOIIIG LOG FOR DAILy AND QUARTERLy 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 

• 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

Date of lnspectio~~ 
1 Jl 

Shift: (First or Second) 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

location of Carbon 
Control Device 

Unit Status 

Vapor Recovery System: Running Down 

Running Down 

v 
ATDU/OWS jRu~ I Down 

Area 8 --Tanks 52,53,54 Running I Down 

Tanks 02 throu h 04 L// 
Distillation Unit Running I Down v-
Tank 51 I Running I Down 

~/-

Tank 55 I Runuinq I Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

-



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D~ 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~~/, L\/)z:" If~ -
Date of Inspection: j Time: I 7 c c.· 

t~c,;-11 

Shift: (First or Second) 
f~,/;;, 

Monitor ID: 
/} , .- , . /?e. •£ zcc < 

Instrument Calibration Gases: 
1~~.::6~. flv/~.,~~ /{t}":J~1·e. 

Background Instrument Reading: 
" 

o. I 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

.. 

CARBON OR r(A~) L 
-~·· I /4·~ /~ -

SDS Shredder Runnil)g Down 

21! 4: 
I. 

{) •' 

/V 

ATDU/OWS 
Running Down A-

l/" 13 L~· lt . ,, C', (.i 
- -

Area 8 --Tanks 52,53,54 Runnil)g Down A 
(Tanks 02 through 04) 

L ./ 27's~;; '7. () tJ . (,l ~/[/ 

Distillation Unit Ru2~!!J9 
Down /f 

/1.)(> liS cr c ,A./ 
-· 

Tank 51 Ruz~tg 
Down ./-/:-

3_; &_~ _IX z {' I 
/1/ --

Tank 55 
Runn!J'g Down 

ir"':fi' 

~/f.-/ - -
' 

Revised 2/10/09 



D. 1. CARBON ADSORPTIOI\IIVIUI'IJ IV. 

f!i(·, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: 

Background Instrument Reading:r 
( l 

location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

~/'"':.. 

Unit Status 

I Running I Down 

IR~ j Down 

IR/ 
I Down 

R~g 
I Down 

R~g 
Down 

IR~g 
Down 

1~9 
I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUJ..\K t t...~,_, 

Condition 1).1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document cGmplianse by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
~ 

. ··- ·-

inspector: j( W.,: Jfe/ 

Date of Inspection: Time: 

1--;o-11 
/7oo 

Shift: (First or Second) 
f,,- $ -r 

Monitor 10: /t? /.A- ,- /2,;.,;? 2ooo 

Instrument Calibration Gases: 
I.?'cb,A T/~t' /e..v,£ /OOtJilfrl 

Background Instrument Reading: o. I 
location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR~ 
v 

--~~ 4 /1.-/ 

--
- --

SDS Shredder 
Running Down 

v 32.2- 0,0 JJ- /V - -

ATDU/OWS Run~ 
Down 

30'f?1 ~-s 
(),() A- -~ - ---

Area 8 --Tanks 52,53,54 Running Down 

(Tanks 02 through 04) 
v, /4?2- 3 2- ~./ A-- ,/!...-/ 

._. - --

Distillation Unit 
Running Down 

v $'!.54 I ,'!: (!),0 A- /(./ - -

Tank 51 
Running Down 

v 2 CJ 3 ~(::, & . I 4 .A./ ·- ·-

Tank 55 
RuVg Down 

,/1../ ·--- --
Z I /3, h {!).o 

Revised 2/10/09 



D. 1. CARt:SUN AU;:,vnr "'-'" ... --

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: 

I 
Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 ~-Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

I R~l Down 

IR~ 

Runniny-

,___/ 

R~ 

Inlet Exhaust 

--

Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

-

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

---' 
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D. 1. CARBON ADSORPTION MONITO" . 'G LOG FOR DAILY AND QUARTERLY 

Condition D.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: \rf -1 fJ v;, 

Date of Inspection: /Time: 
I j 

0 
I 1! 1 i i 

Shift: @t or Second) t 
J:-..vs· 

Monitor 10: 
VY[ ,' v1 : 02_ !\_ t Jo o 

Instrument Calibration Gases: 

j 5 0 8 i, l '{ { ( tJ ,~ I Of\'PP 1/V'I 

Background Instrument Reading: 
()I 0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

n e.// 
_... - ,j -- - -

CARBON OR FLARE 

I SDS Shredder Run/1;19 Down -~ I 8 fl - - ,..--... 

I 

: ATDU/OWS Running Down 
JJ, :Js 0 f' 'l if r! r// - - --------

Area 8-- Tanks 52,53,54 Ru7 Down 
~ 4 0 H r/ ~) ' 

- -
(Tanks 02 throu.g_h 04)_ 

Distillation Unit Ru7g Down 
t.foo G ~ AI 0 

., C) -
d-' l - -

Tank 51 Ru7g Down In! I; > ' C1 (1 - - -
• I J j 

! 

Tank 55 Ru7 Down c( 4~ l _f! __ I 
(v - - --

.. 
..... ·-· - -----------------------

L____.___ ____ 

Revised 2/10/09 

------------- ~--- -- --- ---
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D. 1. CARBON ADSORPTION MONITG ;G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ·j( }( f . 
I c '- . A LO !"- iS 

Date of lns~ectior: 
J 12... 1 \ 

~Time: 
S',acJ\:-0 

Shift: (First or Secon~~f 
secaf\1 

Monitor ID: 
fv1, n 1, Kct·e Leo o 

Instrument Calibration Gases: 
!:SOBUTYLENE I cJG ffrt 

Background Instrument Readingb' (!) 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down A c./ - {\J - - -
CARBON OR FLARE* 

SDS Shredder R~ Down 
1'7·y 0 /-\- N ---- - -

ATDU/OWS ~ 
Down 

2'2-CfL..f A-
I 

Y,O 0 N -·- . 

, Area 8 --Tanks 52,53,54 R~ Down 
16,3 0 1,7 A i 

_(Tanks 02 through 04) 
N - - . 

Distillation Unit Running Down 

13~5"' \ Q A ~ 21'] N ---- .-

Tank 51 R~ Down 
!,323 A 3.0 0 1'--) - - . 

Tank 55 Ru~ Down 

1·2 9 2_ N - -
-

Revised 2/10/09 



• • D 1 
~ . • 

· . CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conqition 0.1.1 0 Carbon Adsorber/Canister 
Condition 0.1.17 Record ~eeping Requirements (c) . . · · 
PCI shall docume~t compliance by monitoring for voc breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are 1n opemtions. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

-rf? .J LrJ v~lfJ -1- C V1 
Date of Inspection: 

lit;_)!/ . 
li (Time: 

7 () () 
Shift: eJt or Secon~) + 

I-I" 5 
Monitor ID: 

, '/" ; r/(GvG d--DoO 
Instrument Calibration Gases: j'J / 

J '\,. ,., ..}-,; 1 ~ "l C /6 [J l 1h/rf'! 
Background Instrument Reading: 

I 

o.o 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

,/ - A - ·- -
CARBON OR FLARE* ~' -..-.J 

SDS Shredder Ru/ Down (J rl I~ .., - ....___ 
_") -

ATDU/OWS Running Down ~,/ 
3 i '{'" rJ / ;t) lS 0 4 -- --

Area 8 --Tanks 52,53,54 Ru7 Down 

1'14~~· rJ {Tanks 02 throu~h 04) /, :1._ 10 - --- -
Distillation Unit Ru~~ Down 

3 7 b{p II oil~ ,4 tl -c-- -
Tank 51 Run7 Down 

~! :; ?; 0 k rl ::, - - ... 
. I -

Tank 55 Run~ Down 

~ I If rJ I~ -
~~s 

-

Revised 2/l 0109 



r • D. 1. CARBON ADSORPTION MONIT<,.fG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition' 0.1.17 Record Keeping Requirements (c) 

• 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of lns7
pec~ion: 

I Is /I I 
Shift: (First or Secon«;J) 

nrl 
Monitor 10: /V)) () ; 

Instrument Calibration Gases: 
) 

Background Instrument Reading: 

.location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Unit Status 

Running I Down 

Area 8-- Tanks 52,53,54 Runni'}9 

Tanks 02 throu h 04 ~ 
Distillation Unit R7 
Tank 51 ~~ 
Tank 55 Ru~ 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

-
---=·· 

·---- J r...--

~ 

---

--
-

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

---------"' 



~ • D. 1. CARBON ADSORPTION MONITO. LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Aclsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 

• 
PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ,j 
0 t'A-fl+ 0 /'\\ 

Date of Inspection: 
t/12) 1/ 

/ I Time: 
17 o D 

Shift: ~ or Second) 
F- I '0 :; 

Monitor ID: I')\ 12.-
l '" ' "'- (___ 

}.600 

Instrument Calibration Gases: , ~+1 / 

Jsnbuv -v "(_v\-( !o (' f'/r1 
Background Instrument Reading: 

.Q 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
--- f1 }) --

CARBON OR FLARE* 
-

SDS Shredder Running Down 

~~c:: Q R t! -- -

ATDU/OWS Running Down 

d7._/4 0 f, {' 
(l d t'-1 - -

Area 8-- Tanks 52,53,54 Running Down / 

/1 ti . (Tanks 02 through 04) i r-J ~ 3. 0 -I -
Distillation Unit Running Down ,f 

o/ 0 ff tf l ;z..o - -
Tank 51 Running Down 

d-1~ 7 L.~ () (I rf - -. I 

Tank 55 Running Down ri ---1 $5 4, - -
c. I 

Revised 2/l 0/09 



D. 1. CARBON ADSORPTION MONITOR ....... -; LOG FOR DAlLY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or Secon~1 

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Unit Status 

Vapor Recovery System: I Runni,..~ ~I Down 

CARBON OR FLARE* 

SDS Shredder I Running/ D/ 

ATDU I OWS lku~ Down 

Area 8 -- Tanks 52,53,54 Ru~ I Down 

Tanks 02 throu h 04 

Distillation Unit Ru~ Down 

Tank 51 jR~ng Down 

Tank 55 IR~g Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



,, 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
-

- - -- ----------

Inspect~ j L 
7
-J 

) 4 (' ri v~/f rc 1/\ 

Date of lnspetion: (/ /Time: 

I I~~ II /7 6 6 

Shift: ~ or Second) f~,, sf 
Monitor 10: 

t(/[,4., if2c; G ;lo co 
Instrument Calibration Gases: _r . h -J /'t 

s c. .. •J . 't 1'\ ~ 166 P.fJt1 

Background Instrument Reading: 
I 

D t t 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

.~~. 

Y/N Date Time 

Vapor Recovery System: Running ~ 
7 - -- /f tl - - ,.._____ 

CARBON OR FLARE* 

SDS Shredder RuZ/g Down 

){~ 4 rl - -

ATOU/OWS Running Down 

)II (] (J r! V' 6 -- -

·Area 8-- Tanks 52,53,54 Runn~g Down 
3 

(Tanks 02 through 04) v (j () 4 J r-- --
Distillation Unit Running Down 

d-G{" n/ / 0 0 - -
v 

Tank 51 Ru,ng Down gs H rJ 0 - -

Tank 55 Rur Down J ! 
- -

(p 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
'~ 0._.\YV~ <: \= r e ~ ~-/, C-\c._ 

Date of Inspection: I Time: 0 5 0 o 
(~;$-II 

Shift: (First or Second) l 
S "? c oN_C 

Monitor ID: 
Ru~ ·{\!\· \ ;;Jooa ... 't~ \ 

Instrument Calibration Gases: 
/,6 0 'Yo 25 () fS, u:-c i t ;<j "'-

Background Instrument Reading: 
o.o 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

-· - A f\) - ~ 

CARBON OR FLARE* 
-

SDS Shredder R~ Down 
i 1rJ s- _Q b_ .~. ·- ~ 

ATDU/OWS Running Down 
tJ A tJ _./ S9';A ·- -- - J 

Area 8-- Tanks 52,53,54 Runn~ Down 
0 ~ 

I 

{Tanks 02 through 04) / I;;<. 3 0 rv! - -
Distillation Unit Running ~ 'l'l D v [\_) -.___ 

Tank 51 Run~ Down 

49:5 0 __ f\ rJ ~ -
Tank 55 R~ Down 

r--

~ ;JI~ 0 ____., 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITO: 3 LOG FOR DAILY AND QUARTERLY 

Condition 0.1.10 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

Monitor ID: 

Instrument Calibration Gases~o[3UT'//f;IJ & 

Background Instrument Reading: 

location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR ... ~ 

SDS Shredder 

ATDU/OWS 

Unit Status 

Running I Down 

Area 8 - -Tanks 52,53,54 I Running 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 RuV 

Tank 55 Run~ 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 
Offsite Combustion 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
-s. <::,i\J\"1. s ,_ ~ \ :._\ 

\-r"!\ '-l'c '-. C 

Date of Inspection: /Time: 

I - I (r, - i I u')o~ 

Shift: (First or Second) 
s-'tC.o k~ c\ 

Monitor 10: 
~,N\ {( (, ··" :;{ ~ () C::· {:, 

Instrument Calibration Gases: 
j 

J 6 () 6/o Is" 1/ '"'\ ·\ ,1 :C: vu~ 

Background Instrument Reading: ' 
(),() 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Ru/ 
Down -- r:\ Y\) - --

CARBON OR F(f,RE) - ~ 

SDS Shredder 
~· Ru// Down 

3Qt 3 () F~) /\) - ---
ATDU/OWS Ru7 Down 

Ys--~~ 
c~ B Iv_ - -- -

Area 8 --Tanks 52,53,54 Ru? Down y -~ 1 Cl A t--) 
(Tanks 02 through 04) 

·- ·~ -
~· 

Distillation Unit Running D7 ~~?:, A (\) --- ~ -· 

Ru/g Down 
----f-----· 

Tank 51 "-1<1? a A (\) r- - ---....... 

Tank 55 R/g Down cl Cl A /\_) - -- --
-~ --' 

-·--- -·· 

Revised 2110/09 



D. 1. CARBON ADSORPTION MONITOF' l LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: J::j c !) .~ £!-) 6 

Date of Inspection: \
1 Time: 

ltUQ/1( 
!7 (; 0 

Shift: (~ or Second) f-
'f 1 r <) 

Monitor 10: 
f1;V1. 1: rl!At..-- {/20 0 

Instrument Calibration Gases: ,-/ / 

--l.::c:l),. ·v· '<-rt< loof!rr"7 

Background Instrument Reading: 
I 

!() 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

/ 
-- /+ {1/ -

CARBON OR FLARE* 
--

-

I SDS Shredder Run7 Down ll rJ 
i f _5_-' 0 

- -

cf-- '•-P 

I ATDU/OWS 
Running Down 

1' q 4 I\/ 
/ 0 (! 

- -· - J 

·. 

i I 

' Area 8 ~-Tanks 52,53,54 Ru7 
Down tY 

I 

~\ 'l (;-
A 

I 

(Tanks 02 through 04) 

(j 0 
- -

Distillation Unit Ru7 Down fJ rl 
~ () 0 )O - -

Tank 51 Ru/~ 
Down 

~ l ~ I+ ,r/ 
C) () --- -

Tank 55 
Ru~g Down 

{;; / )- 0 (} t/ 
0 

---

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITOr · 3 LOG FOR DAILY AND QUAR"I t:KCI 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument Reading{] 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 - - Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running I Down 

R~· 
Down 

R~ 
Down 

Run nil)@ I Down 

_/ 
Runnipg- I Down 

/ -/". 

R~ 1 Down 
11 1 

Inlet Exhaust 

I ;· i 
I I 

Visual 
Insp. 

I 

Carbon 

Replacement 

YIN Date Time 

I I I 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITQ' '.G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1. 17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: cd Co '!P)i Vi, 

Date of Inspection: I Time: 
;/n/1/ 7oo 

Shift: (~ or Second) 
Fu·) f 

Monitor ID: 
fY1 1. V\ I, 1/2 (A ;::__ ~ ooo 

Instrument Calibration Gase_;: A, . . 
--t- ":>o hv ... - ;} / <-l'\ <..- I t) {) P.fl rll 

Background Instrument Reading: 
(), 6 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

tl/ - - fj rJ -
CARBON OR FLARE* 

- ! 

SDS Shredder Run7g Down pJ 
i 

I 'g ( A - -

ATDU/OWS Ru~g Down 
J-ol1;' 6 5, I H ~( - -

i Area 8 --Tanks 52,53,54 Run/ Down I f1 I\) () 0 - -

(Tanks 02 through 04) I Co~ 4 
Distillation Unit Running Down A rJ 

~ .l.$ ~ '7 ' ") - - -· 
to. ) 

Tank 51 Ru/ Down A N ;;_1gl c) .J-' 2 - -
I 

Tank 55 Ru7 Down 
.5 'l cl 2f ), I rv Q JL. - -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITOKING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of lnspecron: 

Shift: (Firs,Lpr ~:c~n~J 
~ CCCf\.LJ 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading· 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 
Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 



! 

-"--'----- -~----~-____._C_-

D. 1. CARBON ADSORPTION MONITQ' lG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
-le_ J)[ 0 W\f':_ 6Vl 

Date of Inspection: 

iII 'it Ill /Time: 17 Ot;; 

Shift: (~ or Second) 
# 1 

,t.-,rSr 

Monitor 10: 
1( C.._( rv1 i C'\. l )._ 0 Of; 

Instrument Calibration Gases: 

:r ~0 h · +v I.e~"""' I 6c PPM 
Background Instrument Reading: 

.0 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Contrdl Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running_ Down 

/ --- - It N - -
CARBON OR FLARE* 

. 

SDS Shredder Run7 Down A N 
! 

I~ f.o 
- -

ATDU I OWS Run~ Down tJ 4 0 0 ~ _2~_'\ . I - -
Area 8 ~-Tanks 52,53,54 Running Down 

H rJ {Tanks 02 through 04) .,./ l G 1) 0 )., 7 - -
Distillation Unit Running Down 

11-~'-1
1 

~ ~- J ~- ~ - -
1 Tank 51 Run7 Down 

~ ~ JJ) . )~o7 {J - -
!..) 

Tank 55 Ru7 Down rv Y7 (pI I Pi - - -
Revised 2/10/09 



D. 1. CARBON ADSORPTION MONI {lNG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

tion: 
1 I 

Shift: (First or Seco~f) 

Monitor ID: 

Instrument Calibration Gase;s: 
IS 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuah 04 
Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Inlet Exhaust 

1'7 
L.-, 

Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

.-

--
,-

Spent Carbon Placed in 

Roll Off Box No. for 
Offsite Combustion 

-~ 



D. 1. CARBON ADSORPTION MONITO' 'G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

'"Time: 

Monitor ID: m uv 1 
Instrument Calibration Gases: 

-;;.so 
Background Instrument Reading: 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: Running Down 

Running Down 

t/ 
ATDU/OWS I Running I Down 

1 Area 8 --Tanks 52,53,54 Running I Down 

Tanks 02 throu h 04 
Distillation Unit Running Down 

Tank 51 Running Down 

v 
Tank 55 1 Running I Down 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

1\J 
)\j 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 



D. 1. CARBON ADSORPTION MONIT0(--3 LOG FOR DAILY AND QUARTERLY 

Co11dition D.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of IJspection: 
I 20 II 

Shift: (First or Second) 

d 
Monitor ID:M . , 

I f) I 

Instrument Calibration Gases: 
/.30 

Background Instrument Reading· 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
~ -

CARBON OR FLARE* 

SDS Shredder Running Down -
ATDU /OWS Ru~ 

5!00 
)"'\-;'"\ 

Area 8 --Tanks 52,53,54 R~ 
Tanks 02 throu h 04 

-
Distillation Unit - -

Tank 51 --
Tank 55 - - . 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITO( 3 LOG FOR DAILY Al'du \,lui"\ ........ "'_. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: I<- lo ·~ r-f o 

Date of lnypec~ion: 

I{J,,/1! 
I Time: 

too 

Shift: (First or Second) 

,:;.""s+ 
Monitor 10: ~ . /) 

~ il\_, f ~<-. (''\_. ~ D 

Instrument Calibration Gases: 

::t s l, h [ ' ~ \I I ". VI f I 0 fJ tJ f! V'li 

Background Instrument Reading: .r 

6.0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

A 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

--
--- - -

CARBON OR FLARE* 

SDS Shredder Running Down J sc A - -

ATDU/OWS Running Down tJ 
) 1 l ~ 

01l 4 - - i 

Area 8 -- Tanks 52,53,54 Running Down 
) I ( Ll rJ 

, (Tanks 02 through 04) 
0 0 A - - I 

r Distillation Unit Running Down I r/ 
I 

I 
~9 '?11 G, I H "-- -

I 

-

Tank 51 
Running Down 

} ~ 3 .J' z;- (} rJ - -

Tank 55 
Running Down lLi J -~' -= 

-. 

- --·····-··-- ----- ----------

- ----

Revised 2/10/09 
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0.1. CAKI:::SUI\4 .M.U.:J...., ..... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

I~- • • • 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor 10: (V\ { f1 ~~ 

Instrument Calibration Gases: 

I 1 

Background Instrument Reading: 
0, 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: Runnin~ I Down 

CARBON OR FLARE* 
~ 

SDS Shredder 
Running Down 

~ 

ATDU/OWS JRJ' 
I Down 

Area 8 ~-Tanks 52,53,54 R~ 
I Down 

Tanks 02 throu h 04 

Distillation Unit R~ 
I Down 

Tank 51 JR~ 
j Down 

Tank 55 
JR~g 

I Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

~
 



D. 1. CARbuf\4 Ru·-"-'· .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~ ) c 0'"" {J '(\ "\ 

Date of Inspection: 
v Time: 

d)._tf,{ 
116 0 

Shift: (First or Second) 

r:,('f:_ + 
Monitor 10: 

fVltvt, Ko._c )00CJ 

Instrument Calibration Gases: .J , 
-::.r: s6h u_.,· J 1-e~ v1 r: / /ooPPt'l 

Background Instrument Reading: I , 
CJ. () 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 
t// -- ft O\} - -

! SDS Shredder 
Runni119 Down 

~~/ 6 fi 

I 

/ 

tJ --- -

I ATDU/OWS 
Running Down 1 ~ C(/ 

A 
/ 

0 ;:L1 ~) - - -

Area 8 w- Tanks 52,53,54 Ru/g Down 
t1 J 7 

r; 

(Tanks 02 through 04) 

() 
tJ - - --· 

Distillation Unit Ru/g Down 
d- 7 ·:(~ 

,:; pJ 
0 

~-) 

- -
L? 

-

Tank 51 
Ru/g Down 

I{. ~7 
Pr M 

), 0 
- - - i 

Tank 55 
Ru/g Down 1 

i 

5S L.\ 

- I 

. I 

- -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITG. _.';..JG Lul:i rv" ... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: /{ j C !P+c 
{_ ~~ - 0 y>A, 

G •'\_ 

pate of Inspection: 
v j Time: 

I/;;"' Itt 
17 .'() ~~-, 

Shift: (First or Seco;rd}:; + 
Monitor ID: ('~/,;,I ftc c JOO() 

' 

1 f' ff jJ ! 

Instrument Calibration Gas::is 0 £.
1 
L~0'-YI JE-

- !A f &:(L /oor.:PrYJ 

Background Instrument Reading: 
G t t·) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp.- Replacement Roll Off Box No. for 

Offsite Combustion 

,rr-'\~ 

YIN D_ate Time 

Vapor Recovery System: ~~ 
Down 

CARBON OR (~* 

-~~
 

-- p rJ -

~ 

-

· SDS Shredde-r.--/ :~ 
Down 

ff hi 
f[v l 

- -

~=-

ATOUI OWS ~ 
Down ~+ ·( 0 B J ~~ 

~
 -

-
6/ 

c ~ t 

Area 8 --Tanks 52,53,54 ~ 
Down ff ~) 

(Tanks 02 through 04) 

~~ ~ 'l 
0 

- -
~ 

I , 

Distillation Unit .~ 
Down 

J1~0 
{,~ ft r/ -- -

Tank 51 ~ 
Down 

!11l 0 f} nl 
J, I 

-- - -

Tank 55 ~ 
Down ~()() s b ,),1 li r\/ ~

 
-· .. 

Revised 2/lD/09 



D. 1. CARBON ADSORPTION MONITG. :.,~G LOG FOR DAIL.. 1 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

I"'\ I~ 

PC! shafl document compfiance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

/7 

Monitor 10: 
fA.,~ 

Instrument Calibration Gases: 
' ' 

-. _,v :-r I e__V\_ e.__. 

Background Instrument Readi1ng: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Pla.ced in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N D_ate Time 

Down -
,_ -

CARBON OR 

SDS Shredder 
Down 

- - ---~ 

ATOUI OWS 

- - i 

- -
I 
I 

--

Tank 51 

- - --
Tank 55 

.. -; 

{I ) 

,__ 

Revised 2/lD/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:,~ l cJ~< Y~I\:--Lo M 

Date of lrpec,on: 

I 2'-/ 11 
I Time:5, 0'0/t\-. 

Shift: (First or ~~nd} J 
.. ,con... 

Monitor 10: 1 
, ~ 

{V lllJ _q~ !/...c~o o 

Instrument Calibration Gases: 
1 ~@LJTVLE~q::;

' 

Background Instrument Reading: O 
ou J 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down A ··-- N - -

CARBON OR FLARE* 

SDS Shredder R~ 
Down 

13) 0 .A f\.J - .--

ATDU/OWS R~ 
Down 

I237L-i 0 2~7 A IN ·-- --
Area 8 --Tanks 52,53,54 R~ 

Down 

/39ff L· 7 A IN ,-

(Tanks 02 through 04) 

- I 

Distillation Unit R~ 
Down 

143 '9 15, I 0 A - ~ 

1 Tank 51 
R~g 

Down 
[224~ a 2,9 A N - -

Tank 55 ~9 
Down 

/7 ief 0 0 A -
/""" 

Revised 2110/09 



I 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

- ~--
--

------
-. ---

- ~ -- --~
~. 

r' -- ___ ..._, __ .......... ·--- ............................ '""'" ..... l 

Inspector: le_J ";N\.rP + 6 '\. 

Date rf lnrpection: 

I 'l~ I{ 

v J Time: 
/76 0 

Shift: (First or Second) -f 
F,.r S 

Monitor 10: 
M,·,~~," K~-e._ Jooo 

Instrument Calibration Gases: 

:r 'S '~ h . -+.~ } '( .. ~ loc Pfr1 

Background lnstrumtmt Reading: 
0.0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

I 
I 

Vapor Recovery System: Running Down 

// 
·- - fl rJ - -

CARBON OR FLARE* 

SDS Shredder 
Running Down 

.tc/5 6 p fli 
.,/ 

- -

[ ATDU/OWS 
Running Down 

J-1 / L () 7 Ll fl ~/ 
L-/ 

- -
'-.f""- i f 

Area 8 -- Tanks 52,53,54 Running Down fl rl 

(Tanks 02 through 04) / I 1 ·~ "' 
'? I 0 

- ~ 

""" l 
~ { 1 

Distillation Unit 
Running Down 

4 ( 7 lJ 0 rJ 
/ 

s, l. 
p, -.--

Tank 51 
Running Down }_i I fJ ,J 

-

tl ?- ~ ') 1 0 
-

Tank 55 
Run~Jng 

Down A 
- -

i/ 
( ;? 

Revised 2/10/09 

-~~-



D. 1. CARbuN .Mu.;;.....,,..., __ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

~/..s:::;f\0 

Monitor ID: 
l ( 

Instrument Calibration Gases: 
/So 

Background Instrument Reading:G, 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down - ----

CARBON OR FLARE* 

SDS Shredder R~ 
Down 

- -

ATDU/OWS R~ 
Down 

- -

Area 8 - -Tanks 52,53,54 RJ 
Down 

Tanks 02 throu h 04 

- -

Distillation Unit 
Running Down 

v 
- -

Tank 51 
Running Down 

v 

- ~
 

-

Tank 55 R~ 
Down 

- -

Revised 2/10/09 
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D. 1. GARbuN J.\uvvl .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
-~e d (,o~(;Jf o Vi 

Date of Inspection: 
v 

/Time: 

;/J.~/11 
II()() 

Shift: (First or Second) 

r~~ /''S ·+ 
Monitor 10: 

1'1 : ,_,_; R_c;_( ,;.ooo 

Instrument Calibration Gases: J 
:r s Q b . . 4 \I '( "e_ /6 f'J PP (lf\ 

Background Instrument Reading: O 
,Q 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

/ - li rJ 
_, 

·-

CARBON OR FLARE* 

SDS Shredder 
Running Down t! rJ 

// i'(~~ 

- -

ATDU/OWS 
Running Down A 

v' l:? {7 eo . I N - --
~ ...,_) I 

Area 8 ~-Tanks 52,53,54 Running Down rl 
(Tanks 02 through 04} / Zl l(o 0 A - - ---
Distillation Unit Run,g Down .4 

3ls:'C l.~ rJ - - -

Tank 51 
Running Down 

4 2 ?;, '9 0 A N 
t/ 

tJ 
- - -

Tank 55 
Run7g Down 

·~ d 

~ -

Revised 2/10/09 



D. 1. CARBON AU::>UI"\t" IIVI'O ............. -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gases: 
l 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

Unit Status 

ATDU/OWS I Ru~ 

Area 8-- Tanks 52,53,54 I Running#_ 

Tanks 02 throuah 04\ L./ 

Distillation Unit I Runni~/ ,_ 
Tank 51 

Tank 55 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONIT0. : .• •rG LOG rvr;. )..,,....,,..._ ... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VCJC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: I J (_ ~+, 
(:_ C) ,,fVl, .l} 0 Y\ 

pate of)nsp,ction: v' I Time: 7:oo 
r Jl tf 

Shift: ®tor Seconf,'.t; f 

Monitor ID: 
f1Jll.~1 l {l 0..... {1 Jooc) 

Instrument Calibration Gases: 

I-s(' h ,._: + .. I 'I' VI f' ' o u P r wl 

Background Instrument Reading: o.o 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp .. Replacement Roll Off Sox No. for 

Offsite Combustion 

/"),-~. 

YIN D.ate Time 

Vapor Recovery System: enJg Down ft 
CARBON OR(~ 

rJ 
-- -

/~.' 
' ' I 

SDS Shredder ~g 
Down 

ttl! 
A N - - -

~-c~.
 

ATDU I OWS 
-~?g 

Down 
y~ :C: c 0 It t! 

/ .l_ 
-- -

.Jc::::--.. 

\[;!, 

Area 8 --Tanks 52,53,54 ~ 
Down 

!C::~ l 0 ,1 r; (II 

1 (Tanks 02 through 04) 

- -

Distillation Unit 
!~ 

Down 7, ) 0 R rl 
~:;, 7~ 

- - -

·"'\'-
·) I . 

Tank 51 
~g 

Down 0 
f} rl 

)1 '77 )_I_< 

_.. - -----
J·--~"'

 

I 

Tank 55 e~ 
Down ·~, q~ ~ ' l/ 

i 

.,. I 
- .. -

----------

~ ! 
L-~-~ 

__, ---------- ---------------1...-..---
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D. 1. CARBON ADSORPTION MONJTO;_ .• ~G LO\.j rvf"'. -· .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D.t.17 Kecord Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: J (_ o~,p-/o ./\ 
pate of Jnspiction: 

I 'I 'i5 I . I o- { I 

J /Time: 
176D 

Shift: ~or Sec01~
~,).~ s -J-

Monitor 10: 
r1 :"', 1 rfZ ~ e.- 2 o (') o 

Instrument Calibratio
n~a~es: 1 

. 

....t- <.be-hi/ {__v'\_ e / ! {) 0 f'f l 11 

Background Instrument Reading: O, D 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp.- Replacement Roll Off Box No. for 

Offsite Combustion 

~~ 

YIN D.ate Time 

Vapor Recovery System: ~n_n_iryg 
Down 

4;* OR FLARE* 

-- ff l{ 
-

---
- -

/":l._ 

S~Shredde
r 

~)lg 
Down / 0 fl rJ 

! 8 / 

- -

~
 

. - J 

·ATOUI OWS e~ 
Down "" ~ (} Nl 

.. )). j 7 :) , .I 

- -

_;;:::.._ 

Area 8 --Tanks 52,53,54 trt_n3)g Down ~- ~f() ff n/ 

(Tanks 02 through 04) 

t[p 1 / 

- -
.. 

~ 

.;r,·i.o 

Distillation Unit ~'g 
Down 0 .i '::, ( 4 rJ 

::z "l 7 ~ I ) ( 
- -

-

~ 
\) / 

Tank 51 ~ 
Down 

11 '(L( r) 0, I 0 if r/ 
.. I 

,7'-- ' I 

- -

~ 

Tank 55 
~ 

Down - rJ 
~l 

.) 
- -· 

" 
.-. 
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• • D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Aclsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

• 
PCI shall document compliance by monitoring for VOC b~eakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:(\) tl VAl MG 
<h\C' G 

Date of lntpectiJn: 
I 2.'25 II 

I Time: b: Go 

Shift: (First or Second) d 
Secof\ 

Monitor ID: 
II'\·; Qqe 2rl'lO 

Instrument Calibration Gases: 
I SOBu TY LEN£ 10a ff t-\ 

Background Instrument Reading:O, O 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

YIN Date Time 
Offsite C.9mbustion 

Vapor Recovery System: Ru7 
Down 14 - N - -

CARBON OR FLARE* 

SOS Shredder R~g Down 0 A N 17£1 - ·-

ATOU/OWS R~ Down 

2i 3 0 l1~7 /~ N - --
Area 8 --Tanks 52,53,54 R/ 

Down 
'2,3 A N 

(Tanks 02 through 04) \751 -- -
Distillation Unit R~ Down 

35""!5 0 5!'7 A N - -
Tank 51 Running Down 

203\ 3, \ 0 A {'-) v - -
/ 

Tank 55 RWJ.Pi'fig Down I~ (c;s 35 - -
[________ __________ ···-·- ------- --- ----- I " I 
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e 
D. 1. CARBON ADSORPTION MONITG.G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

e 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

pate of J.nspection: 
I IJ_ 9 / J/ 

\Time: 
ilu o 

Shift: (~tor Second) 

f, r s+ 
Monitor !D: 

(!1 ,·,'\; rK ~" ,Jooo 

Instrument Calibration Gas_:,:: . _+., / 
=I-s 0 b '"-- '--.y~ '- i/1 ~ /co fPtfV! 

Background Instrument Reading: O' O 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp .. Replacerpent Roll Off Box No. for 

Offsite Combustion 

/~ 
YIN Date Time 

Va12or Recovery System: eY Down 
fi~ 

r·0 
- tl 

I 

-
~ARBo/J OR FLARE* A._ 

~- -

Sl::tS/Shredder ~ 
Down 

f3) 0 4 J\/ - -

ATDU/ OWS C? Down .....- A IJ) 
/g 7) ~ /) 

- -

Area 8 --Tanks 52,53,54 v Down fl tJ l?f){;; f, ~ () 
- -

(Tanks 02 through 04) 

-
Distillation Unit X Down 

0 f) f\1 ~1-,4 . " f - -
,J ( I -~.L ' I 

I 

Tank 51 ~ 
Down 

/7)/ 
I fl rJ -

J, ~ I () -

Tank 55 ~ 
Down 

/~ o l 0 .'!:r )~/ R rJ - . .-. ' 
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• D. 1. CARBON ADSORPTION MONITG .• LOG FOR DAILY AND QUARTERLY 
., 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

e, 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

pate of lrJspectior: n Time: 

lL.__3_6/ r I /7 o 
Shift: ~or Second) 

ht 

Monitor 1Dj1{, ·'1 
1 

e ~ ~ 

Instrument Calibration Gases: 

T~ ~"'~· lu 
Background Instrument Reading: 

0, 
Location of Carbon I Unit Status I Inlet 

Control Device 

~ 

~ I Down 
1 --

Down 

r 1 e:, 
ATOUI OWS Down 

Area 8 --Tanks 52,53,54 Down 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 I Down 

Tank 55 I Down 

Revised 2/10/09 

Exhaust 

o.~ I 

I T 
d-· I 

/\ 

1 '1 
0:.. { f 

( 

d 
I 

Visual 
Insp .. 

Carbon 
Replacement 

D.ate Time 

-
---

I _, -.. 

1--
,_ 

,_, --.... 

I ___. .. 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-
_.---- --
___..---'-

~ 



.!. 
D. 1. CARBON ADSORPTION MONITG.t LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

• 
PCJ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: --;; j (, /p-/,r. 
c t (51/71\ u Vl 

pate of lnsp,ecti/n: 

;~',//)/ // 
:; I Time: l7o n 

Shift: tE§l or Sec'o?d) 

lSI 

Monitor 10: {( 

\. 

t/(, /\ ; ~ " ,) 0 (j CJ 
Instrument Calibration Gases: _j 1 ·-rs 6 D\i~ ·:/I V'1 -G 

Background Instrument Reading: - OrO l 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

~-
YIN Date Time 

Vapor Recovery System: ~ 
Down 

f{f 
~~ OR FLARE* 

/')_ - - tl -- -

/~) -r 

SDS Shredder ~~ Down 

I G ~ ,· 6 ff l~~ - - '""'""" --
~~ 

ATDU/ QWS ~ 
Down 

/.::-~ 7 0 .1, t: A N --- -
Area 8-- Tanks 52,53,54 ~!. 

Down 0 ft rl 
(Tanks 02 through 04) ~r. ;7 ) ) ___,..- ,.----. 

! I 

1 Distillation Unit ~ 
Down ~ ft rJ l "::> 0 ! ( 9 

~ -
r~ 

~rv~ 

Tank 51 IVg Down 

t~) 7 ),7 (J )1 rl 
,_ -

Tank 55 ~ 
Down 

0 I tl, 7 lr hj - I 
i ! l (~ 

~ . 
-

I i 1 

.. 
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